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OrgaLED® Power Supplies - 24V DC

0-10V Dimming LED Drivers
• One Class 2 DC output
• 100W / 75W / 60W / 40W / 25W
• 0-10VDC Dimming control in CV mode
• Active Power Factor Correction
• 100W / 75W / 60W: Silicone encapsulated

for outdoor wet locations - IP67
• 40W / 25W: Indoor usage - IP20
• Case material - SECC
• Built-in EMI filter for low noise
• Over-current and over-voltage protetion

with auto-recovery

Power Supplies
Part # Watts IP Rating
011380

40W
IP20

011381
60W

IP20
011382

75W
IP67

011383
100W

IP67
011384 IP67

PART NUMBER & SPECIFICATIONS

25W

Enviornmental Specifiations
Min. Operating Temp.  - 22°F (-30C) @Tambient
Max. Operating Temp. - 185°F (85°C) @Tcase
2 Stage Thermal Protection - Output drops to 50

@Tcase 85C | Output
shutdown @ Tcase 95C 

1 Stage Thermal Protection - Output shutdown

Storage Temp 
@Tcase 85C 
- 40°F to +185°F (-40°C 
to 85°C)

Relative Humidity  10% to 95% (non-condensing)

Enclosure Sealed per   - 100W / 75W / 60W - IP67
- 40W / 25W - IP20 

Cooling - Conduction
RoHS - Compliant

Safety Certifications
UL - UL879 (In SAM), UL8750,

UL1310 (Class 2)
E File # E328880, E307120
100W / 75W / 60W 
Wet location

EMC/Safety
Conducted Emissions - EN55015, FCC part 15

level B 
Radiated Emissions - EN55015, FCC part 1

level B 
Surge - EN61000-4-5, Level 4,

Criteria B (L&N/PE: 4KV,
L/N: 2KV)

Electrical Specifications – Input
Input Voltage Range  - 90-305VAC (Rated

100-277VAC)
Input Frequency  - 47-63Hz
Input Current  - max. 1.5A @ 115V AC/

60Hz, full load
Inrush Current  - 80 A @ 230VAC/60Hz,

full load cold start
Leakage Current  - 0.5mA max.
Power Factor   - ≥0.9 at full load, entire

input range
THD  - <20% @80% load, 277VAC

Electrical Specifications – Output
Output Regulation  - 5% (V for CV, I for CC

mode)
Over Voltage Protection  - <130% nominal voltage
Short Circuit Protection  - Shutdown & auto recovery
OTP Protection  - 1 or 2-Stage protection
Start-up Time - < 3 sec.
Dimming Control  - 0-10VDC (10V for max.

output)

Specifications Weight  
Warranty   - TBD
Info / MTBF  - 5 years or 50,000 hours
Dimensions   - 8.31" x 1.63" x 1.18"

Nema 4 Enclosure  - 12x10x5" (HxWxD)
#011300

Nema 4 Subpanel
#011301

NEMA 4 ENCLOSURE

Designed for use as instrument 
housings, electrical control 
enclosures, terminal wiring boxes or 
electrical junction boxes. Provides 
protection where equipment is 
hosed down, very wet or outdoor 
applications. 

NEMA 4 SUBPANEL

14 gauge steel. Painted steel is 
white polyester powder over 
phosphatized surfaces. 
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